INSTALLATION

The installation time is fast as the camstyle acoustic panels are
simply suspended by steel wires from soffit by means of special
spiral hooks which are fitted in the rear of the acoustic panels.

The depth in the suspension is simply adjusted by adjusting the
length of the steel suspension wire. This also allows the panels to
be installed at sloping angels if required again adding the visual
design possibilities.
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Spiral Spring
Eyelet Hook
The above images are not to scale
and should only be used as a guide.
_=,® 2m Cable

For sloping panels we would recommend the largest panels to be
no more than 700mm x 700mm the camstyle panel system will
come with spiral springs, 2m cables and the eyelet hooks.

camstage

NEW... Ideas Become Reality

New for August 2013

camstyle

Acoustic Ceiling Hanging Panels

~_

The shape of
things to come.....
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Acoustic Ceiling Hanging Panels

The Cloud is
available in
six different

sizes and two
versions of
fabric

Camstage range of wall and ceiling sound absorbing panels offer an
innovative method of absorbing noise in open plan area where there
is high level of echo and reverberation. The stunning visual effect of
the products will leave the occupant or visitor with an impression of
flair and forward thinking on behalf of the designer of the room or
hall. The panels are available in various shapes and in 80 different
colours to enhance the acoustic properties as well as the aesthetic of
the area.

Ceiling Clouds are a very effective treatment for
the reduction of sound in ceiling areas.

The camstyle clouds not only allows to achieve
excellent acoustic properties but also superb
visual characteristics.

LUCIA Fabric Range

‘,’.'"\'_,'; A
v T4.)e
LN 1) ' el
YL
.'.(.‘ :
TLNGYY
’ «1\5
LA TN
AP +
LMY

Turtle YB098 Arecibo YBO99 BermudaYB084 Steel YB095 Madura YB156 Bluebell YB097 Mauve YB069

CampecheYB301 Apple YB096 MariannaYB157 WindjammerYB047 Scuba YB089 Taboo YB045 MontserratYB011

Bluefield YB021 Sombrero YB046 Ocean YB100 Costa YB026 Havana YBO009
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Reef YBO085 Aruba YB093

Rum YB086 SandstormYB302 Lobster YBO87 Calypso YB106 Tequila YB0O38 Tortuga YB168  Jamaica YB027

Slip  YB094 Buru YB170 Blizzard YB108 Diablo YB101 Tobago YB030 MartiniqueYB004 Tarot YB0S0

Belize YB105 BridgetownYB102

Oyster YB107 Adobo YB165
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11 different shapes and with 2 different
types of fabric 80 colours to choose




CARA Fabric Range

style

Glass EJOO4 Clan  EJ169 Spray EJ033 Charn EJOO6 Opal  EJI36 Laggan EJO19 Austen EJ173
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Ivy EJ106 Chaucer EJ172 Elgin EJO42  Mull EJO12

Argyll EJ167  Fife  EJ170

.......

Skye EJ168 Dolphin EJ105 Sand EJ111 Tay EJO10 Lothian EJ176 Highland EJ093  Portland EJO16

Hogmanay EJ174 Inverness EJ175 Iona EJO41 Pitlochry EJ076 Lead FEJ104 Carron EJO15 Galilee EJ125

Angus EJ178 Tartan EJ177 Merrick EJ048 Etire EJO14 Cluanie EJ180 Adriatic EJ154 Scott EJ179

Black EJ138 Persian EJ146 Miller EJ182 Walten EJO11  Tummel EJO38

Endless Opportunities.....

Camstyle ceiling clouds are a very effective treatment

for the reduction of sound building area. The camstyle
Cloud not only allows one to achieve excellent acoustic
results but superb visual characteristics.

Camstyle acoustic panels are available in a
wide range of shapes, and is a high density
25mm thick glass fibre acoustic core board.

This is faced on the visible face and edges with a decorative acoustic

fabric which is available in a wide range of colours Clouds can be
manufactured up to a size of 2700mm x 1200mm.

The acoustic fabric is bonded to
the face and around all four
sides to a superb frameless

appearance.

Camstyle panel system will
come with spiral springs, 2m
cable and the eyelet hooks.

Dimension tolerance +/-3mm

We also have a 40mm thick version available upon request.




TECHNICAL

Standard Shapes and Sizes

Fire

Camstyle - recycled glass-wool acoustic board provides very good fire
resistance properties. This is fire rated as Class O to BS476: Part 6.
Standard fabric facing comply with Class 1 to BS476: Part 7 . Class O

fabric available upon request.
WEIGHT

Camstyle: 3kg/m?2
MAINTENANCE

The camstyle hanging acoustic ceiling panels can
be cleaned using a vacuum cleaner.

Any slight dirt marks may be cleaned with a damp
cloth or a proprietary cleaner.

Sound Absorption Coefficient—camstyle (with 100mm suspension)

Frequency | 125 | 250 | 500 [ 1000 | 2000 | 4000 | NRC
(Hz)
CamStYle 0.45 10.85 [0.95 |1.00 (1.00 1.00 |0.95

Keeping it Green

[ 4

Camstyle Glass fibre sound absorption boards consist
of recovered household glass and recycled glass fibre.

The fabric range used is made from 100% recycled
materials saving virgin raw materials, reducing waste
to landfill and minimising our damage to the environment.

Made using sustainable manufacturing techniques, including green
electricity, comprehensive energy and effluent management, borehole
water and on-going waste saving initiatives.

Second Nature fabrics leave a lighter environmental footprint.

Our ethos is focused on continuing to achieve the highest environmen-
tal standards for our operations, products and innovations, engaging
with , and acting responsibly towards, our local community and wider

interest groups.
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